National Union Radio Corp.

Model: G-615 Chassis: Year: Pre 1948
Power: Circuit: IF:

Tubes:

Bands:

Resources

Riders Volume 16 - NAT UNION 16-3
Riders Volume 16 - NAT UNION 16-4
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PAGE 16-4 NAT. UNION
MODEL G~615

NATIONAL UNION RADIO CORP.

PARTS LIST
FACTOEY
SYNONL. BEACRIPTION f:'f L LE ]
B2 Replacomeant of
| e
M. Heither part fails
Losp | Loop Astenna LL-1§
1.2 Ouvelilator Coll 102
12} Ist L.F. Yrans. 21
T2 nd LF, Yrams. ™23
RS Yol. Contrel RPS-2 NU-50OM-C3
With St be ssed &
Switch (S-1) l.uv
ChA |2 Varlable Cv-1¢
[~ 1 ] Cwlu
CISA | Electrelylic CEss
CH3- W
150
Dial La
l!. Vol:'”
AW Amp. N 29
Déal Scale NO-17-2
| (B2 DIAL DRIVE
Disl Polnter ND-1-2 ASSEMBLY
Dial Lamp JSI3-163
Sockat
ALIGNMENT PROCEDURE
PRELIMINARY.
{a) Adjust the DIAL POINTER zalong the dial cord to the position opposite the first right-hand
bunch mark on the dial backing-plate, with the tuning condenser gang completely out of mesh
(Minimum Capacity) ; (b) Set VOLUME CONTROL. to the FULL ON position; {¢) Main-
tain SIGNAL GENERATOR output at MINIMUM consistent with a readable QOutput Meter
indication; (d) OUTPUT METER across voice coil ; {e) Follow sequence indicated below.
SIGNAL SIGNAL
DUNRY DIAL ABJIST Py
SEQUENCE ANTENRA SETTING concerions | “orret | rhimntes seres
Ol mid, At HISH fre- ;| High side to she- %S5 K, Tia Adjust Ttimmers
| quency and of | tor II? of C1-A br-3 for MAX. output
\F scale. (Min. | Llow side to B— Tia reading
F Capacity) Tik
T trumcollof §18 | Polater at wr | Acen Oummy | 1700 KC. T Adjust Trimmer
or $20 insulated | freme RIGHT | Antenna for MAX. owiput
wire on 7" or 8" HAND END of
z diameter dial scale (Min,
Osc. | LOOSELY | Capacity) Point-
Coupled to loop | ar will ba In line
" | Antenna in Re- with FIRST punch
B ceiver mark at right
Same as In 2 | Pointer Tn Hne | Same as tn 2 150 K.C. ™ Adlust Trimmer
3 above wlrllgundl mark | above for MAX, output
R.F. SECOND from reading
right
Same as in 2 Af LOW fre- Same as in 2 53 KC. None 530 K.C. signal
above quancy end of | above should be picked
stale {Max. Ca- upat or near this
4 pacity) dial setting.
S
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nal Is mot plei:d
up
REINSTALLING CHASSIS [AFTER ALIGNMENTI:—
(a) With chassis still on the bench, set dial pointer at the minimum capacity ead of travel,
(b) Slide chassis into cabinet and adjust its position so that the dial pointer is opposite and
5 in line with the FIRST calibration mark at the right-hand end of the GLASS DIAL
SCALE.
(c) Tighten the chassis hold down screws.
(d) Tuning should now track so that peak signal is attained at the proper frequency
calibration on the glass dial scale.
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